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MAGNET SEPARATION

MAGNETIC SEPARATION DRAWERS are mounted in line of a system and serve to capture and hold 
ferrous metal out of downstream areas by using rare earth magnets in specific configurations while allowing 
material to flow. Bodies and accessories are constructed out of 304 stainless steel with no material hang up 
points. A manual slide gate and drain are included to control flow of material throughout the assembly. 
These units offer an add-on customization of a port to purge a system of the current material in the event of 
a change-over, multiple outlet sizes to tailor to all extruder throat openings & line sizes, low-level proximity 
sensor provisions, and different temperature rating options.  

RARE EARTH MAGNETS 

MAGNETIC SEPARATION DRAWERS

304 STAINLESS STEEL CONSTRUCTION 

DRAIN PORT INCLUDED ON ALL MODELS

MULTIPLE OUTLET SIZES AVAILABLE 

ITEM DESCRIPTION ORDER CODE 

Magnetic Separation Drawer

MAGNETIC SEPARATION DRAWER

8”x8” Body
10”x10” Body

Pellet*
Regrind*

PLT*

MGD-10
MGD-8

Insert Order Code Selections to Create Part Number:

RG*

MGD-ACC-PP

Application

Purge Port Accessory

*PLT and RG options are only available on the MGD-10

Temperature Standard Temperature
High Temperature

ST
HT


