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NO CALIBRATION NEEDED

ACCURATE ALIGNMENT IN 
NARROW OR TALL VESSELS

UP TO 500 FT. MEASURING RANGE

MEASURES ALL CLEARLY VISIBLE 
SURFACES IRRESPECTIVE OF TEXTURE,
GRANULARITY, SLOPE, OR COLOR

EASY TO INSTALL AND CONFIGURE
WITHOUT EMPTYING THE VESSEL

SILO LEVEL SENSORS
CONTINUOUS LEVEL SENSORS
LASER LEVEL SENSORS are non-contact, level-measuring instruments designed for granular solid materi-
als and opaque liquids. Based on pulsed laser technology, the LM80 embodies speed and accuracy in an 
easy-to-use and install product. The characteristic narrow beam divergence of the laser permits direct 
aiming to the target surface without interference from structure or falling material. With both continuous 4-20 
mA and single-point relay outputs, the LM80 can operate as a process control sensor while simultaneously 
providing high and low alarms.  Whether measuring a few meters into the confined space of a crusher, or to 
the bottom of the tallest silo, the LM80 is the plug-and-play solution to level measurement.
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Insert Order Code Selections to Create Part Number:

ITEM DESCRIPTION ORDER CODE 

Laser Level SensorLaser Level Sensor 

LASER LEVEL SENSOR          

LM80

Options Custom Mounting Flange CST-MT

Flange

Dust Tube

Flange Gasket

Dust Tube Gasket
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ITEM DESCRIPTION ORDER CODE 

Guided Wave Radar Continuous Level Sensor 

CONTINUOUS LEVEL SENSORS          

RDR

Cable Length

Plumb Bob PB

GUIDED WAVE RADAR is a continuous level sensor independent of contaminants, vapor, build-up, and 
condensation.  It delivers a precise and reliable measured value for light-weight bulk solids.  Wear- and 
maintenance-free, it keeps maintenance costs to a minimum.  It features a 4-20 ma output, and 3/4” npt 
connection.

PLUMB BOB CONTINUOUS LEVEL SENSORS are cable-based level-sensors designed to handle harsh 
conditions.

For XX, Insert Cable Length Needed* XX

Insert Order Code Selections to Create Part Number:
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ROTARY PADDLES are an economical and reliable sensor for the detection of dry bulk materials.  
Easy-to-Install switches can be used to eliminate bin overflow, maintain a predetermined material level, or 
indicate plugging of conveyors or pneumatic lines.  Indicators include a shut-off feature that automatically 
shuts off the motor when the paddle is in a stalled position, extending the life of the motor and minimizing 
maintenance.  It features a 1.25” npt process connection and relay output.

ITEM DESCRIPTION ORDER CODE 

Single-Vane PaddleRotary Paddle 

ROTARY PADDLES         

RP1

Shaft Extensions
(Option)

For XX, Insert  Length Needed, 1ft Increments XX

Insert Order Code Selections to Create Part Number:

ITEM DESCRIPTION ORDER CODE 

Proximity Sensor Proximity Sensor 

PROXIMITY SENSOR          

PROX

Insert Order Code Selections to Create Part Number:

PROXIMITY SENSOR has an adjustable sensing range and an increased immunity to conducted radio 
frequency interference.
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SILO LEVEL SENSORS
POINT LEVEL SENSORS
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TUNING FORK is a robust point level switch for fine-grained or powdery bulk solids.  It features 1.5” npt 
process connection and relay output.  The maintenance-free device is suitable for a wide variety of applica-
tions.

ITEM DESCRIPTION ORDER CODE 

Tuning ForkTuning Fork

TUNING FORK         

TF

Insert Order Code Selections to Create Part Number:

ITEM DESCRIPTION ORDER CODE 

Vibratory RodVibratory Rod 

VIBRATORY ROD          

VBR

Insert Order Code Selections to Create Part Number:

Shaft Extensions
(Option) XX

VIBRATORY ROD is a standard length switch for the detection of bulk solids and powders.  It features easy 
setup without adjustment, and is wear- and maintenance-free.  Rod is easily cleaned and resists buildup.

For XX, Insert  Length Needed, 1ft Increments
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